
Keystone Clips
BLAUER CLIP ZUM EINBAU VON EVO SNAP-IN BUCHSEN IN DAS KEYSTONE FORMAT (WANDDICKE: 2,0-2,25 MM)

STANDARDS
ISO/IEC 11801

Aginode Ref:  N429.626
Konvertiert Aginode Snap-In Format Buchsen in das Keystone Format zum Einbau in
Panel/Dosen anderer Hersteller

Verwendbar mit Buchsen der EVO Snap-In Reihe
Nicht verwendbar mit der GG45 Buchse (siehe hierfür: N429.620)
Für Keystone Auschnittshöhe 20.0-20.78mm
Für Materialdicken von 2.0-2.25mm

Bitte beachten :
 
Ohne vorherige Zulassung durch Aginode können keine
Bauteiler dritter Hersteller Verwendung finden, wenn eine
Aginode Garantie gefordert ist. Aginode Buchsen wurden für
den Einbau in Aginode Paneln und Wanddosen entwickelt. 
Auf vorherige Anforderung kann Aginode jedoch die Eignung
spezieller Kombinationen in besonderen Projekten prüfen und
zulassen.

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.
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Blauer Clip zum Einbau von EVO Snap-In Buchsen in das
Keystone Format (Wanddicke: 2,0-2,25 mm)

Eigenschaften

Dokumentation
3rd party compatibility overview pdf — 355.09 KB Herunterladen  
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