
Clips Keystone
CLIP KEYSTONE POUR GG45 ET ESSENTIAL 5 (LOT DE 24 PIÈCES)

STANDARDS
ISO/IEC 11801

Aginode Ref:  N429.620
Transforme les connecteurs Aginode au format Snap-In en Keystone pour les utiliser dans des
équipements tiers.

pour les connecteurs Essential-5 Snap-In (N420.416 - N420.426)
non adapté à la gamme de connecteurs LANmark Evo (voir clip rouge, bleu et jaune :
N429.625 - N429.626 - N429.627)

VEUILLEZ NOTER QUE :
Les produits Aginode sont conçus pour être utilisés avec le
matériel d’installation Aginode. Sur demande, Aginode peut
approuver une combinaison spécifique de produits
(connecteur, cache-boîtier et cordons de brassage) à utiliser
sur des projets spécifiques.
L’utilisation de composants en plastique de tiers, sans
approbation écrite spécifique du projet par Aginode, peut
invalider l’application des garanties.
 

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.

Generated 15/11/2024  www.aginode.net  Page 1 / 2



Clip Keystone pour GG45 et Essential 5 (lot de 24 pièces)

Caractéristiques

Documentation
3rd party compatibility overview pdf — 355.09 Ko Téléchargement  
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