
Keystone Clips
BLUE CLIP FOR EVO SNAP-IN CONNECTOR TO KEYSTONE FORMAT (WALL THICKNESS 2,0-2,25 MM)

STANDARDS
ISO/IEC 11801

Aginode Ref:  N429.626
Converts Nexans Snap-In format connectors into keystone format for use in 3rd party hardware.

Suitable for EVO range Snap-Ins
Not suitable for GG45 nor Essential Cat5e connectors (see N429.620)
For keystone aperture heights 20.0-20.78mm
For material wall thickness 2.0-2.25mm

PLEASE NOTE :
넥상스 제품은 넥상스 하드웨어에 마운트 되어 사용 될 수 있도록
설계되었습니다. 요청이 있을 경우 넥상스는 특수한 프로젝트에 대해
특별한 제품 조합(커넥터, 페이스 플레이트 하우징, 패치코드)을 승인 할
수도 있습니다.
문서화된 승인서 없이 써드 파티의 플라스틱 재료를 사용할 경우 넥상스는
보증을 제공할 수 없습니다.

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.
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Blue clip for EVO Snap-In connector to keystone format (wall
thickness 2,0-2,25 mm)

Characteristics

문서
3rd party compatibility overview pdf — 355.09 KB 다운로드  
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