
Keystone Clips

STANDARDS
ISO/IEC 11801

Adaptor clips for LANmark Snap-In connectors

Various clips to turn LANmark Snap-In connectors into
Keystone format.

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.
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Keystone Clips
CHARACTERISTICS

Resources
Documentation
3rd party compatibility overview pdf — 355.09 KB Download  

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.

Generated 15/11/2024  www.aginode.net  Page 2 / 3

https://www.aginode.net/sites/default/files/product_migration/13586/Nexans%203rd%20Party%20Compatibility_v5_2013.pdf
https://www.aginode.net/sites/default/files/product_migration/13586/Nexans%203rd%20Party%20Compatibility_v5_2013.pdf


Product list
Aginode
ref.

Country
ref.

Name

N429.620 - Metal clip for Snap-In to keystone
N429.625 - Red clip for LANmark Snap-In connector to keystone format (keystone height 20,0-20,5 mm / wall thickness

1,5-1,75 mm )
N429.626 - Blue clip for LANmark Snap-In connector to keystone format (keystone height 20,0-20,5 mm / wall

thickness 2,0-2,25 mm)
N429.627 - Yellow clip for LANmark Snap-In connector to keystone format (keystone height 19,5-19,9 mm / wall

thickness 2,0-2,25 mm)
 = Make to order,   = In Stock
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